
TYPICAL PROPERTIES*
= Composition: 
      SiO2 60%, Al2O3 10%, P2O5 20%, and     

       Other 10%
= Fired Properties, 1500˚F (816˚C): 
      MOR 70 psi (0.5 MPa), 
      Cold Crushing Strength 130 psi (0.9 MPa) 
      Shrinkage 2.2% 
= Thermal Conductivity: 
      500˚F (260˚C) 1.5 Btu-in/hr-ft2-˚F 
         (0.22 W/m-K) 
       1000˚F (538˚C) 1.8 Btu-in/hr-ft2-˚F 
 (0.26 W/m-K)
= Aluminum Cup Test: 
      (7075 Alloy, 72 hr at 1500˚F (816˚C)           

       Excellent, No Reaction
= As Placed Density: 
      40 lb/ft3 (641 kg/m3)
        Cured/Dry Density: 32 lb/ft3 (513 kg/m3)
        Cured/Dry MOR: 100 psi (0.7 MPa)              

         Normal Use Temperature: 1500˚F (816˚C)

*These properties represent typical results obtained under laboratory 
conditions and are subject to normal variations. Results are subject to 
change and should not be used for specification purposes.
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Where there’s heat, 
there’s RMG!™

E-Z Foam by Rex Materials is an innovative technology 
engineered to give optimum performance and easy 
installation. E-Z to mix, E-Z to install! It has a shorter mixing 
time and a longer working time than traditional foam backup 
materials. And with much less water, dry out times are faster 
allowing equipment to be used sooner. 

E-Z Foam holds the primary refractory in place, 
reducing crack propagation. It is non-wetting to molten 
aluminum, stopping penetration and preventing the 
metal from reaching the steel or getting underneath 
the refractory. 

E-Z Foam was developed for use as a backup insulation 
system for RMG refractory in Wagstaff casting tables, 
launders, filter bowls, degassers, etc.

E-Z Foam is sold as a “kit” but is a two-part system: one 
dry component and one liquid component. Each kit contains 
a pail of powder and liquid activator, pre-weighed and 
pre-measured for fast and easy installation. E-Z Foam is 
available in two different size kits: 1 cubic foot (0.03 cubic 
meter) and 0.5 cubic foot (0.015 cubic meter). 

E-Z Foam expands 2.2 times 
its volume. No weighing of the 
components is required. Please refer 
to the E-Z Foam installation manual 
for further details.

KEY FEATURES:
= Long Working Time

= Shorter Curing Time

= Pourable for Quick & E-Z Installation

= Non-Wetting To Molten Aluminum

= Low Density with Excellent       
       Insulation Properties

E-Z FOAM 

Aluminum Resistant Insulating Foam
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